e ’&i@f

FAATEB!M SAFETY DATA SHEET
o me 69

08-03-82
€ CHEMICAL NAME AND SYNONYMS: SOLDER |
" CHEMICAL FAMILY: METAL ALLOY TRADE NAME:
FORMULA: ' | D.O.T.SHIPPING CLASS: Non-hazardous
k. PHYSICAL DATA | |

BOILING POINT (°F) see below |SPECIFIC GRAVITY (WATER=1) >7

VAPOR PRESSURE ( ) N/A | PERCENT VOLATILE (BY VOLUME) 0

VAPOR DENSITY (AIR=1) ' N/A [EVAPORATION RATE ( =1) N/A

SOLUBILITY IN WATER (% by wt.) 0

APPEARANCE AND ODOR | Gray metallic bar,wire,ribbon,etc. with no .odorf

il. HAZARDOUS !’*JGREB!ENTS

MATERIAL mp(°c) BP(OL_)_ % TLV (mg/m>) | - C.A.S. REGISTRY ¢#
TIN 232 2270 N/A 7440-31-5
LEAD 327 1725 0.050 7439-92-1
ANTIMONY 631 1380 0.500 7440-36-0
BISMUTH 271 1560 7440-69-9
. CADMIUM 321 765 7440j~43—9
€ ) s1iver 961 2210 ‘ 7440-22-2

The boiling point of most solder al (2,37005‘) unless the

alloy contains a substantlal d fumes are given off

| ' FLAMMABILITY LTS~
FLASH POINT { ) NONE IN AIR (% by volume) LOWER: N/A UPPER: N/A
EXTINGUISHING MEDIA: | WATER SIOMIOE ALCOHOL FOAM_ DRY CHEMICAL

SPECIAL FIRE FIGHTING Solder alloys containing a substantial amount of

PROCEDURES cadmium may emit toxic -fumes in a fire.

UNUSUAL FIRE AND Flux in cored solder wire or paste solder may burn i:

EXPLOSION HAZARDS

soldering is done with a flame.

The ‘information contained herein is based on dota
considered accurate and given in goad faith but
no warranty, expressed or implied, is made.

NFPA RATING:

C:

EMERGENCY PHONE NUMBER (312) 235-1600

[B KESTER SOLDER
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" ~1V. HEALTH HAZAFﬁJ DATA
THRESHOLDIJMH'VALUE 0.050 mg/m3 for lead ; also see Section II

}'EFFECTS0.0VEREXPOﬁﬂHE Symptoms from 1ngestlon and inhalation include nausea,(

. headache, abdominal discomfort, metalllc taste, joint and mnuscle palns.;A
' These may be accompanied by pallor, pyorrhea, lead line on gums and weight loss
. EMERGENCY AND FIRST AID PROCEDURES .

' EYE CONTACT: n/a
 SKIN CONTACT: N/A

xNHA‘LMT;ON. see ingestion

INGESTION: If thought to have been overexposed, 1ndividual should be taken to
a doctor for evaluation Of blood iead Ieve. STIRST o

E neurological svmo;gmg Renal function shoulc also be evaluated
oo e V. REACT!V!TY DATA

. UNSTABLE cc&amoz«.:s TO AVOID:
. STABILITY: STABLE lxxl|

|, INCOMPATIBILITY (MATERIALS TO AVOID): Strong oxidizers
" HAZARDOUS DECOMPOSITION PRODUCTS: None |

LL L

- HAZARDOUS MAY OCCUR CONDITIONS TO AVOID:
POLYMERIZATION: [ WILL NOT OCCUR [xx |

VI. SPILL OR'LEAK PROCEDURES
STEPS 0 BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: N /2

WASTEINSPO&M_METHOD;Dispose according to all federal, state and. local

- pon

e

"reguletions. Mozt practieal aporoach 1is to sell excess solder material to

a -metals reclaimer.

VII. SPECIAL PROTECTION INFORMATION

RESPIRATORY PRO;TECT%ON (SPECIFY TYPE): Metal fume & dust type when applicable
OCAL EXHAUST: preferable; | SPECIAL:

g e
Rt oy
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egpecially for fqu funes

MECHANICAL (GENERAL): sati‘sfactory OTHER:

VENTILATION

&

- PROTECTIVE GLOVES: not required - EYE PROTECTION: f’fif?ffﬁdﬁf,ishfgffffe"f
- __OTHER PROTECTIVE EQUIPMENT: None |
fi Vili. SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN iN HANDLING AND STORAGE:Wash hands thoroughly with soap and

water before eating, drinking or smoking after handlxng solder to remove

H . Also refer to "safety in Soldering” by Lead Industries Assoéew
oxides of lead. 797 Madison Ave., New York, NY 10017

. OTHER PRECAUTIONS:Use o gtronq acid fluxes may result in the emission of toxic

'.1 ad chlorlde fumes durln' soldetin ;‘Alqugchﬂtaining cadmium may emit

Te mium fumes durzng solerin:
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